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SYMBOLS SECTIONS/ SECTIONAL DETAILS NOTES - GENERAL
ABB DESCRIPTION ABB DESCRIPTION ABB DESCRIPTION 2 THESE GENERAL NOTES ARE NOT NTENDED T0 REPLACE SPECIFKATIONS - EFER 10 SPECIFICATIONS FOR
A FL FLOOR PSI POUNDS PER SQUARE INCH 4 VIEW TITLE VIEW CALLOUT CONCRETE BLOCK REQUIREMENTS IN ADDITION TO GENERAL NOTES. -
& AND FL CO FLOOR CLEANOUT PSIG POUNDS PER SQUARE INCH GAUGE SCALE: — 3 THE TERMS RENOVATE AND REHABILITATE ARE USED INTERCHANGEABLY IN THESE DOCUMENTS.
< ANGLE FP FIRE PROTECTION PT PRESSURE TREATED < j e CAST-IN-PLACE-CONCRETE 4 gﬁﬂ%%g%iéslﬁl:ﬁznglMETERS ARE APPROXIMATE AND FOR REFERENCE ONLY. VERIFY QUANTITIES AND
@ AT FPRF FIREPROOF(ING) PTD PAINTED # 5 NODEVIATIONS FROM THESE CONTRACT DOCUMENTS SHALL BE MADE WITHOUT THE PRIOR WRITTEN APPROVAL
AN ABOVE FR FIRE RATED OR FRAME Q a STRUCTURAL/MISCELLANEO 6 CD)(F) L%iéiitggﬁ\;msms FROM DRAWINGS - THE CONTRACTOR SHALL REQUEST NECESSARY DIMENSIONS
ACP ACOUSTIC CEILING PANEL FT FOOT/FEET QTY QUANTITY # ==l US STEEL NOT SHOWN ON THE DRAWINGS FROM THE ARCHITECT.
ADJ ADJACENT, ADJUSTABLE G R ) hevamons —[[[ =[5 EARTH " THERWISE -ALL NON-DIVENSIONED DOOR LOCATIONS SHALL BE OFFSET £* FROM THE ADJACENT WALL TO THE
AED AUTOMATED EXTERNAL DEFIBRILLATOR GA GAUGE R RISER OR RADIUS INTERIOR EXTERIOR T — HINGE SIDE OF THE DOOR OPENING.
AFF ABOVE FINISHED FLOOR GL GLASS OR GLAZING RCP REFLECTED CEILING PLAN 7 GRAVEL/ENGINEERED 8 DETAILS SHOWN ON DRAWINGS ARE TYPICAL FOR ALL SIMILAR CONDITIONS,
RS LerSuceSuarSucs 9 DRAWING NOTES AND SPECIFICATIONS ARE INSTRUCTIONS TO THE CONTRACTOR AND APPLY TO ALL THE WORK
AP ACCESS PANEL GRD GROUND RD ROOF DRAIN sy FILL UNLESS MORE SPECIFIC INFORMATION IS SHOWN ELSEWHERE ON THE DRAWINGS OR WRITTEN IN THE
APPROX APPROXIMATE(LY) GWB GYPSUM WALL BOARD REF REFER / REFERENCE 8 " # O\ suLoiG secTon vl STONE ORNATURAL CoNTROLS, e e O CONFICTINGNSTRUCTIONS, THE ARCHITECT SHALL BETERINE AT
ARCH ARCHITECT OR ARCHITECTURAL H REG REGISTER v v i w - BUILDING STONE 10 VERIFY ALL DIMENSIONS IN THE FIELD AND COORDINATE DIMENSIONS SHOWN ON THE CONTRACT DRAWINGS
ASTM AMERICAN SOCIETY FOR TESTING HB HOSE BIBB REINF REINFORCING PLASTER OR GYPSUM WITH FABRICATION AND FIELD CONDITIONS AND REPORT ANY INGONSISTENCIES TO THE ARCHITECT BEFORE
MATERIAL HC HANDICAP(PED) REQD REQUIRED — BOARD, OR EXTERIOR 11 PRINGIPAL OPENINGS IN THE STRUCTURE ARE SHOWN ON THESE DRAWINGS - THE GENERAL CONTRACTOR SHALL
ATTEN ATTENUATE, ATTENUATION HDW HARDWARE RFG REFRIGERATOR I WALL SECTION SHEATHING EXAMINE THE ARCHITECTURAL, MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS FOR REQUIRED OPENINGS
GENERAL CONTRACTOR SHALL VERIFY SIZE AND LOCATION OF ALL OPENINGS WITH ALL SUB-CONTRACTORS
AVG AVERAGE HM HOLLOW METAL RG RANGE SAASSASAS BATT INSULATION PRIOR TO CONSTRUCTION.
B 12 STRUCTURAL DRAWINGS AND SPECIFICATIONS REPRESENT THE FINISHED STRUCTURE, AND, EXCEPT WHERE
HOR HORIZONTAL RM ROOM ROOF, TAPERED, CAVITY OR SPECIFICALLY SHOWN, DO NOT INDICATE THE METHOD OR MEANS OF CONSTRUCTION - THE CONTRACTOR SHALL
B/ BOTTOM OF HP HIGH POINT RO ROUGH OPENING m RIGID INSULATION SUPERVISE CONSTRUCTION MEANS, METHODS, PROCEDURES, TECHNIQUES, SEQUENCE, AND APPLICABLE
BIC BOTTOM OF CURB HTR HEATER RTS RUBBER TRANSITION STRIP ; INTERIOR SECTION SAFETY REGULATIONS TO BE FOLLOWED.
13 CONTRACTOR SHALL BE RESPONSIBLE FOR SCHEDULING AND COORDINATING THE WORK OF THE
BC BASE CABINET | RWB RUBBER WALL BASE U FINISHED WOOD TRIM SUB-CONTRACTORS - THE CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE WITH THE BUILDING OWNER,
BD BOARD TENANT OR THEIR REPRESENTATIVES THE DELIVERY AND INSTALLATION OF ITEMS BEING PROVIDED AND
B|(')|' VINOUS ID INSIDE DIAMETER RWC RAIN WATER CONDUCTOR m TENANT OR THEIR REPY
BIT UMINOU IN INCH(ES) S DETAIL SECTION PLYWOOD 14 MECHANICAL, PLUMBING AND ELECTRICAL WORK RELATED TO DEMOLITION AND NEW INSTALLATION OF
BLDG BUILDING # COMPONENTS SHALL COMPLY WITH ALL APPLICABLE CODES.
INT INTERIOR S SOUTH ﬂ 15 ALL MATERIALS, FABRICATION AND INSTALLATION SHALL COMPLY WITH THE APPLICABLE REQUIREMENTS AND
BSMT BASEMENT J SAN SANITARY B v —————"—= CAVITY DRAINAGE MATERIAL SPECIFICATIONS FOR EACH DIVISION OF WORK.
C JB JAMB SCHD SCHEDULE ( 16 CONSTRUCTION MUST COMPLY WITH APPLICABLE CODES AND ORDINANCES, LAWS AND SAFETY ORDERS AS
[ CHANNEL JST JOIST SEC SECTION DIRECTED BY LOCAL JURISDICTION.
17 CONTRACTOR SHALL BE RESPONSIBLE FOR THE TIMELY ORDERING OF MATERIALS INCLUDED IN THESE
Cl CENTER OF JT JOINT SF SQUARE FOOT | | CALLOUT PLAN, CONTRACT DOCUMENTS - SOME TEMS IN THESE DOCUMENTS MAY REQUIRE LONG LEAD TIMES OR SPECIAL
CAB CABINET ] SIM SIMILAR k J SECTION OR DETAIL COORDINATION. SUBSTITUTIONS WILL NOT BE ALLOWED FOR MATERIAL NOT ORDERED IN A TIMELY FASHION.
- 18 CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND GRADE CONDITIONS, (BOTH NEW AND EXISTING)
CcC CENTER TO CENTER LAM LAMINATE SPKLR SPRINKLER COLUMN GRID LABEL REPORTING ANY DISCREPANCIES TO THE ARCHITECT PRIOR TO ORDERING MATERIALS OR PROCEEDING WITH
- ANY PHASE OF THE WORK.
gf ggEEEE fcljlﬁ? ::2\'\; ll:i\c/:AA'llr C’)A‘;{EA NETWORK CONNECTION gg - 2832:2:: F00T @ NEW 19 CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS PRIOR TO COMMENCING CONSTRUCTION - ALL
DISCREPANCIES SHALL BE NOTED AND SENT TO THE ARCHITECT WITH ADEQUATE TIME TO REVIEW PRIOR TO
cL CENTER LINE B POUND sS STAINLESS STEEL s STARTING THAT PORTION OF THE WORK IN ORDER TO AVOID PROJECT DELAYS,
LG CEILING e UINEAL FOOT STD STANDARD (\ /\ g)%lé%m\lGGRlD LABEL - 20 CONTRACTOR SHALL CLEAN, PATCH AND REPAIR ALL SURFACES DAMAGED BY DEMOLITION, ALTERATION OR
P INSTALLATION OF THE WORK
CLGHT CEILING HEIGHT LP LOW POINT STL STEEL PLANS/ PLAN FIRE RATED GRAPHICS 21 CONTRACTOR SHALL PREPARE ALL WALLS AND PARTITIONS AS REQUIRED BY THE FINISH MANUFACTURER TO
RECEIVE THE FINISHES SPECIFIED.
CLO CLOSET LTL LINTEL STN STAINED
SMOKE 22 CONTRACTOR SHALL PROTECT ALL MONUMENTS, IRON PINS, AND PROPERTY CORNERS DURING CONSTRUCTION.
CLR CLEAR M STOR STORAGE REVISION 23 CONTRACTOR SHALL PROVIDE ADDITIONAL FURRING (THE ENTIRE LENGTH OF THE WALL) TO FULLY CONCEAL ALL
WU GONCRETE HASONRY T X erers G SUSPEND SUSPENDED,OR SLSPENSION o .
o0) CLEAN OUT MAS MASONRY SYS SYSTEM 24 CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR BUILDING DIMENSIONS, BUILDING UTILITY ENTRANCE
LOCATIONS AND EXACT LOCATIONS AND DIMENSIONS OF EXITS, CANOPIES, RAMPS, DOWNSPOUTS, GRAVEL
COL COLUMN MAX MAXIMUM T ROOM NAME -1H-1H -1H 1HOUR AREAS ADJACENT TO BUILDING WALLS, UTILITY ENTRANCE LOCATIONS AND BOLLARDS IN BUILDING WALKWAYS.
CONC CONCRETE MDF MEDIUM DENSITY FIBERBOARD " TEE (BAR OR W ROOM TAG 25 CONTRACTOR SHALL VISIT THE SITE AND VERIFY ALL EXISTING CONDITIONS PRIOR TO COMMENCING
: ) i CONSTRUCTION - ALL DISCREPANCIES SHALL BE NOTED AND SENT TO THE ARCHITECT WITH ADEQUATE TIME TO
CONT CONTINUOUS MECH MECHANICAL T TREAD - 2 H - 2 H - 2 H 2 HOUR REVIEW PRIOR TO STARTING THAT PORTION OF THE WORK IN ORDER TO AVOID PROJECT DELAYS. SITE VISITS TO
CORR CORRIDOR BE ARRANGED THROUGH A NOTICE TO CONTRACTORS IN THE SPECIAL PROVISIONS PACKAGE INVITING BIDDERS
MEZZ MEZZANINE T/ TOP OF
ON SITE THROUGH THE OWNERS SCHEDULE AND RESTRICTIONS.
CP COPIER BXH#H—
MFR MANUFACTURE TIC TOP OF CURB : PARTITION TYPE 26 CONTRACTOR TO PROVIDE PORTABLE FIRE EXTINGUISHERS IN ACCORDANCE WITH LOCAL JURISDICTION AND
CT CERAMIC TILE MH MANHOLE TB TACKBOARD NFPA 10. MAXIMUM TRAVEL DISTANCE TO NEAREST FIRE EXTINGUISHER FROM ANY POINT IN THE BUILDING SHALL
RD NOT EXCEED 75 FEET. EXISTING FIRE EXTINGUISHERS SHALL BE TESTED AND RE-USED IF FULLY OPERATIONAL.
CY CUBIC YA MICRO MICROWAVE TC TERRA COTTA DOOR TAG - SEE FIRE EXTINGUISHERS SHALL BE SIZED FOR NO LESS THAN ORDINARY HAZARD.
D MIN MINIMUM TEL TELEPHONE M SCHEDULE 27 REMOVE AND REINSTALL PICTURES, TV'S, BULLETIN BOARDS ETC, PRIOR TO AND AFTER PAINTING.
28 ALL REQUESTS FROM INFORMATION PROMPTED BY THE BUILDING OFFICIALS SHALL INCLUDE A COPY OF THE
DF DRINKING FOUNTAIN MISC MISCELLANEOUS TEMP TEMPERED OR TEMPERATURE J = PLANS / PLAN DETAIL GRAPHICS BUILDING OFFICIALS COMMENTS AND THE BUILDING INSPECTORS FIELD REPORT TO ENSURE AN ACCURATE AND
DIA DIAMETER mm MILLIMETERS TERM TERMINATE / TERMINAL TIMELY RESPONSE.
29 CONTRACTOR AND SUBCONTRACTOR SHALL ALL BE LICENSED TO PERFORM THEIR REQUESTED DUTIES AS
DIM DIMENSION MO MASONRY OPENING THRESH THRESHOLD KEYNOTE BRICK WALLS REQUIRED IN ACCORDANCE WITH LOCAL STANDARDS.
DN DOWN MTD MOUNTED EL TLT TOILET 30 CONTRACTOR SHALL COMPARE STRUCTURAL SECTIONS WITH ARCHITECTURAL SECTIONS AND REPORT ANY
DW DISHWASHER MTL METAL v TELEVISION DISCREPANCY TO THE ARCHITECT PRIOR TO FABRICATION OR INSTALLATION OF STRUCTURAL MEMBERS.
WINDOW TYPE
DWG DRAWING N TYP TYPICAL <#> CONCRETE BLOCK WALLS
E N NORTH U e
E EAST NFPA NATIONAL FIRE PROTECTION UH UNIT HEATER O Jesalisinn .. | CASTINPLACE
EA EACH ASSOCIATION uL UNDERWRITER'S LABORATORY ‘ —— CONCRETEWALLS
EB EDGE BANDING NIC NOT IN CONTRACT UMCT UNGLAZED MOSAIC CERAMIC TILE 4} ELEVATION MARK - STUD WALLS
EIFS EXTERIOR INSULATION FINISH SYSTEM NOM NOMINAL UNO UNLESS NOTED OTHERWISE ,
EJ EXPANSION JOINT NTS NOT TO SCALE vV o . 4" % | CONCRETE SLABS AND/OR
DENOTES ABOVE, BELOW, L CONCRETE SIDEWALKS
ELEC ELECTRICAL 0 VEST VESTIBULE OR BEHIND
ELEV ELEVATOR OoC ON CENTER VIF VERIFY IN FIELD
EMER EMERGENCY oD OUTSIDE DIAMETER W @ ACCESSIBLE TOILET STALL EXISTING WALLS
ENCL ENCLOSE(URE) OFF OFFICE W WEST I
EP ELECTRICAL PANEL OPNG OPENING Wi WITH A RECYCLING
EQUIP EQUIPMENT OPP OPPOSITE WIO WITHOUT L&D COLLECTION AREA DOOR DESIGNATIONS
ETR EXISTING TO REMAIN P WC WATER CLOSET PLAN
EWC ELECTRIC WATER COOLER PART PARTITION WIN WINDOW NORTH /\ EXISTING DOOR ANDIOR ERAME TO
EXIST EXISTING PL PLATE WP WATERPROOF(ING) NORTH ARROW —" |~ REMAIN - SEE DOOR SCHEDULE FOR ANY
EXPBLT EXPANSION BOLT PLAM PLASTIC LAMINATE WSCT WAINSCOT ADDITIONAL WORK
F PLYWD PLYWOOD WWF WELDED WIRE REINFORCEMENT
< FABRIC PNL PANEL - FLOOR TRANSITION - — NEW DOOR AND/OR FRAME TO BE
FIF FACE TO FACE POS POINT OF SALE PROVIDED - SEE DOOR SCHEDULE
FAX FACSIMILE PR PAIR SLOPE ROOF SLOPE ARROW
FE FIRE EXTINGUISHER PRCST PRECAST ™
FIRE EXTINGUISHER CABINET PREFAB PREFABRICATED /
FEC GUIS ¢ ¢ LEVEL LINE j/ \[ EXISTING DOOR AND/OR FRAME TO BE
FHC FIRE HOSE CABINET PROP PROPERTY REMOVED - SEE DEMO PLAN/NOTES
SPOT ELEVATION
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GENERAL CONTRACTOR NOTES:

1. DRAWINGS AND GENERAL PROVISIONS OF THE CONTRACT, INCLUDING GENERAL
CONDITIONS OF DIVISION 1, STATE OF CONNECTICUT, DEPARTMENT OF
TRANSPORTATION, STANDARD SPECIFICATIONS FOR ROADS, BRIDGES, FACILITIES AND
INCIDENTAL CONSTRUCTION, FORM 819 - 2024 AND SUPPLEMENTAL SPECIFICATIONS
THERETO, SHALL BE A PART OF THIS CONTRACT.

2. DRAWING NOTES ARE NOT INTENDED TO REPLACE SPECIFICATIONS. SEE SPECIFICATIONS FOR
REQUIREMENTS IN ADDITION TO DRAWING NOTES.

3. METHODS OF DEMOLITION AND ERECTION IS THE CONTRACTOR'S RESPONSIBILITY

4. THE CONTRACTOR SHALL REPORT ANY DISCREPANCIES IN THE DRAWINGS AND/OR
SPECIFICATIONS TO THE ENGINEER FOR CLARIFICATIONS OR ADJUSTMENTS PRIOR TO
COMMENCING WORK.

5. CONTRACTORS MUST ESTABLISH A TWENTY-FIVE (25) FOOT FOUL LINE PRIOR TO THE
START OF WORK BY EITHER DRIVING STAKES, TAPING OFF OR ERECTING A TEMPORARY
FENCE, OR PROVIDING AN ALTERNATE METHOD AS APPROVED BY THE AMTRAK
REPRESENTATIVE. REFER TO THE SPECIFICATIONS FOR MORE INFORMATION PERTAINING TO
AMTRAK REQUIREMENTS.

6. THE CONTRACTOR SHALL PROTECT THE GENERAL PUBLIC, RAILROAD PERSONNEL AND ALL
RAILROAD OPERATIONS FOR CONSTRUCTION ACTIVITIES AND SHALL PERFORM THEIR WORK IN
ACCORDANCE WITH THE CONTRACT REQUIREMENTS, STATEMENT OF WORK, THE NATIONAL
ELECTRIC SAFETY CODE (NESC), AREMA, AF1TRAK, THE HOST RAILROAD REGULATIONS, OSHA
AND THE REGULATIONS OF THE AUTHORITIES HAVING JURISDICTION.

7. THE CONTRACTOR SHALL SUBMIT FOR REVIEW AND APPROVAL A WORK PLAN THAT FULLY
DESCRIBES THE WORK TO BE PERFORMED. THE WORK PLAN MUST ENCOMPASS THE TIME
FROM NOTICE TO PROCEED TO CLOSE OUT OF THE PROJECT. THE WORK PLAN MUST
DESCRIBE THE TYPES OF ACTIVITIES, LOCATION OF ACTIVITIES ON THE PROJECT SITE,
EQUIPMENT, MATERIALS AND LABOR. THE WORK AND SEQUENCING MUST CONTAIN THE TIME
FRAMES FOR EACH ACTIVITY.

A. ALL CONSTRUCTION ACTIVITIES ARE CONSIDERED FOULING THE TRACK. THE
CONTRACTOR WILL BE REQUIRED, DURING THE CONSTRUCTION, TO CLEAR THE FOUL
AREA BY REMOVING ALL PERSONNEL AND EQUIPMENT A MINIMUM OF 15 FEET FROM THE
CENTERLINE OF THE NEAREST TRACK DURING TRAIN OPERATIONS. THIS NOTICE FOR
CLEARING THE FOUL AREA DURING TRAIN OPERATIONS WILL BE GIVEN BY RAILROAD
PROTECTIVE PERSONNEL WHO WILL BE PRESENT DURING CONSTRUCTION. THE
CONTRACTOR MUST CLEAR THE FOUL AREA AND REMAIN CLEAR OF THE FOUL AREA,
UNTIL ALLOWED TO RETURN AS INSTRUCTED BY THE RAILROAD PROTECTIVE
PERSONNEL. THIS REQUIREMENT TO CLEAR AND REMAIN CLEAR OF THE FOUL AREA MAY
OCCUR AT ANY TIME DURING THE CONTRACTOR'S ACTIVITIES. THE RAILROAD
PROTECTIVE PERSONNEL ACTIVITIES AND PRESENCE WILL BE DETERMINED BY THE
RAILROAD AND WILL BE BASED UPON THE APPROVED WORK PLAN SUBMITTED BY THE
CONTRACTOR. ALL COST OF THE RAILROAD PROTECTIVE PERSONNEL ACTIVITIES WILL
BE BORNE BY THE RAILROAD.

8. THE CONTRACTOR SHALL ARRANGE AT THEIR EXPENSE FOR ANY STAGING AND STORAGE FOR
EQUIPMENT AND MATERIAL. EQUIPMENT OR MATERIAL SHALL BE STAGED OR STORED IN THE
FOUL AREA WHEN CONSTRUCTION ACTIVITIES ARE NOT TAKING PLACE. THE CONTRACTOR SHALL
CLEAN UP THE FOUL AREA TO THE SATISFACTION OF THE OWNER AFTER EACH WORK DAY.

9. CONTRACTOR TO BE RESPONSIBLE FOR ANY DAMAGE THAT MAY OCCUR DURING RELOCATION
OF OWNER PROVIDED ITEMS.

10. CONSTRUCTION-RELATED DEBRIS THAT FALLS ONTO RAILROAD PROPERTY, FOULS
THE TRACK BALLAST OR DAMAGES AMTRAK'S TRACK OR INFRASTRUCTURE SHALL
BE IMMEDIATELY REPORTED TO THE RAILROAD. RIGHT-OF-WAY CLEAN-UP, BALLAST
CLEANING, TRACK REPAIR OR OTHER REPAIR WILL BE PERFORMED BY AMTRAK
FORCES AT PROJECT'S EXPENSE.

11. NO STORMWATER RUNOFF SHALL FLOW ONTO AMTRAK PROPERTY DURING OR AFTER
CONSTRUCTION. CATCH BASINS, BRIDGE SCUPPERS, DOWNSPOUTS AND SITE STORMWATER
MANAGEMENT SYSTEMS MUST BE DESIGNED TO CONNECT TO THE CITY/MUNICIPAL
STORMWATER SEWER AND CONVEY STORMWATER AWAY FROM AMTRAK'S TRACKS.
STORMWATER IS NOT TO BE DISCHARGED ONTO AMTRAKS PROPERTY.

12. PROVIDE ROOFING SYSTEM SYSTEM IN ACCORDANCE WITH ROOFING SYSTEM MANUFACTURER'S
WRITTEN INSTRUCTIONS, FM APPROVALS' ROOFNAV ASSEMBLY REQUIREMENTS, AND FM GLOBAL
PROPERTY LOSS PREVENTION DATA SHEET 1-29. ALL COPING AND PERIMETER FLASHING SHALL
BE FM APPROVED AND INSTALLED IN ACCORDANCE WITH DATA SHEET 1-49.

RELATED SPECIFICATIONS:
» 075323 - ETHYLENE- PROPYLENE-DIENE-MONOMER (EPDM) ROOFING

076200 - SHEET METAL FLASHING AND TRIM

072100- THERMAL INSULATION

+ 061600 - SHEATHING

053100 - STEEL DECKING

13. ALL COPING AND PERIMETER FLASHING SHALL BE FM APPROVED AND INSTALLED IN
ACCORDANCE WITH DATA SHEET 1-49.

RELATED SPECIFICATIONS:
+ 077100 - ROOF SPECIALTIES
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ALTERNATE
DOOR

4" MAX LOCATION

6" MIN - SEE NOTE 1.
X _ 32'MIN

TOE
CLEARANCE S" j CLEAR x
60" MIN CLEAR AMBULATORY VERTICAL GRAB BAR ——— HIGHAFFCLR V" L B

46" MIN

‘ ‘ 4'- 6" MIN. , "
56" MIN CLEAR NON-ACCESSIBLE _ ‘ = P 0 MAX NOTE: THE LOCKER DEPTH IS 24
56" MIN CLEAR WHEEL CHAIR ACCESSIBLE WALL HUNG = ox §-6'MN._ , ] |
59" MIN CLEAR WHEEL CHAIR ACCESSIBLE FLOOR MOUNTED T 42"MIN . 16™18" = = | = - 2 f 1-TIER CLOSED 1-TIER OPEN
I - & = =
PARTITION ‘ — ‘) | bl g - = s
‘ !Q \P ) R © ‘ (i:_ ;T ] _Ol
TOILET PAPER DISPENSER | AL = o € = RS NG . )
ap / ¢ | s ] % _ | z ADA SIGN INDICATING 3 SHELF %
60" MIN CLEAR WHEEL CHAIR DISPENSER / ,I |/ VERTICAL GRABEAR } U= g == . } - NS HOOK R
48" REAR WALL ' .. S - wpqn : - %
GRAB BAR : 110" MAX.  427MIN: NAPKIN DISPOSAL | CLEARFLOOR Il N " / 94 32" CLEAR), | 1 = ADA COMPLIANT / %
36" AMBULATORY ’o / ‘ SPACE o 42" MIN 0" MAX / ‘ HANDLE SHELF e
-0 3'- 6" MIN. L T - ‘ < N -
MIN. SIDE WALL GRAB BAR : \ - i " 4" CONCRETE 3 N § =
2.0" g0 N o] 5 ********** 4-6" MIN. p AZMN_ L SMIN. HOUSEKEEPING PAD * T\ S
7 # — o | I e T E — ¢
MIN. = MIN. 1|z = 32 L 60" MIN LATCH SIDE APPROACH 42" ICCIANSI A117.1 42" ICCIANSI A117.1 GOVERNS - CLEAR = c ,
| i = / ONLY - OTHER GOVERNS - CLEAR FROM FROM OUTSIDE FACE OF ADJACENT 18" FIRCERE
FLUSH © —— L 42" MIN. SIDE EEE o 29 = APPROACHES 48" OUTSIDE FACE OF STALL CONCRETE =
CONTROL | % WALLGRAB = & AR ADJACENT STALL PAD 2
1 BAR@ Te L w8 Y NOT IN STALL ADA ACCESSIBLE LOCKERS
3| AMBULATORY E o & = o
WATER CLOSETIS = | & WHEELCHAIR ACCESSIBLE STALL ALTERNATE WHEELCHAIR ACCESSIBLE STALL
FOR REF. SEE P- ) S s = 0
SERIES FOR TYPE I = > = 1. TOE CLEARANCE AT THE FRONT OF THE PARTITION IS NOT REQUIRED IN A COMPARTMENT GREATER THAN 62" DEEP WITH A WALL-HUNG WATER CLOSET OR 65" DEEP WITH A FLOOR-MOUNTED
REAR WALL ELEV O 2 DEWALLELEV WATER CLOSET. TOE CLEARANCE AT THE SIDE IS NOT REQUIRED IN A COMPARTMENT GREATER THAN 66" WIDE.
z =z 2. WHERE 6 OR MORE STALLS ARE PROVIDED, IN ADDITION TO STANDARD STALL, PROVIDE AT LEAST 1 AMBULATORY STALL 36" WIDE WITH A DOOR THAT SWINGS OUT AND THE DEPTH OF THE
= = STALL AS REQUIRED TO ACCOMMODATE LENGTH OF GRAB BAR. STALL SHALL BE IN ACCORDANCE TO APPLICABLE PLUMBING CODE.
N
TOILET STALLS -
TOILET ROOMS WITH STALLS LOCKERS
PAPER
36" IF IN ALCOVE FEMININE oS PATER COAT/ LIEIEIJ(E#H
NAPKIN DISPENSER&  TOWEL HAND LIGHT SOAP
DEEP SOAP RECEPTACLE —
DISPENSER P = =
RECR CONTROLS P - = "N
ROV SHALL HAVE A Z 2 =N — ° e A 4 p—
R ol | REACH DEPTH L, O | % = . " " . =1 - || < o -
= | CLEAR OF 11" MAX B = . CLEAR | £ S 2. ol — NS <= ? o o “
2 FLOOR | 3 o | FLOOR | & & = = & = =K o o
x | SPACE | > <&z KNEE \ | SPACE | > % 3= % o= b : =3 -
= 4 | | = - =2 = CLEARANCE \@ = = | | = @ =2 =3 =@ g o N = o
" ~ = — (I N £ " (@]
= < ) ) 3 N OE & ; ez & 3 4L 30" MIN 4L 5 S S 5 S
> O = = = = ' L
11" MIN-— 6" MAX
INSULATE ALL WATER & s OBSTRUCTED REACH TO OPERABLE
DRAIN PIPES PARTS ON DISPENSERS AND HAND TOILET FIXTURES & ACCESSORIES
URINAL SINKS DRYERS SHALL COMPLY WITH ANSI
r---—-—-—-—=—=—=-—=-=-=-=-= q ;V
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REVISION DESCRIPTION

DATE

REV.

OCCUPANCY LOAD (SECTION 1004) EXIT CAPACITY (SECTION 1005) 44" | 147
45
BUILDING CODE INFORMATION FIRST FLOOR 158 P FIRST FLOOR 1,320 P B 9106 SF B4 BS LEGEND
SECOND FLOOR 89 P SECOND FLOOR 307P ’ 034" 746" [[ ¥
APPLICABLE CODES AND STANDARDS THIRD FLOOR 91P THIRD FLOOR 307P ! - i --m-m--m 1 HOUR RATED - EXISTING
2022 CT STATE BUILDING CODE TOTAL 338 P TOTAL 1934 bk K 1T 1 AR e OO
2022 CT STATE FIRE SAFETY CODE = O 0 L .-z 2 HOUR RATED - EXISTING
2022 CT STATE FIRE PREVENTION CODE EGRESS CAPACITY OF DOORS (1005.3.2) & 0 O
DEFERRED SUBMITTAL (DELEGATED DESIGN) LIST PER SECTION ASad L] = I
ADOPTED MODEL CODES: DOORS WITH HOLLOW METAL FRAMES AND BUTT HINGES 107.3.4.1 OF THE CT STATE BUILDING CODE 0 T T o | 1 HOUR RATED - NEW WORK
2021 INTERNATIONAL BUILDING CODE (IBC) 1. COLD FORMED METAL FRAMING a=dl i REnnsnunnn H
2021 INTERNATIONAL EXISTING BUILDING CODE (IEBC) SIZE CLEAR WIDTH MAX. OCC. LOAD (0.2" / OCC.) P MY il i T 1T BusINESS
2021 INTERNATIONAL ENERGY CONSERVATION CODE (IECC) (1) 3-0" 33.125" 165 OCCUPANTS J 7777777777 T TIDDDIE
2021 INTERNATIONAL PLUMBING CODE (IPC) (1) 40" 45.125" 225 OCCUPANTS R0OF  REQD = R30ci PROVIDED = R35.04 - - = , ol
2020 NFPA 70 NATIONAL ELECTRIC CODE (NEC) (2) 3-0" 67.125" 337 OCCUPANTS 'D=R30ci =R35. 44" | 147 ” S N\
2017 ICC A117.1 ACCESSIBLE AND USEABLE BUILDINGS AND FACILITIES (2) 36" 79.125" 397 OCCUPANTS 4!3 DF. e e = H (L0000  STORAGE
2021 INTERNATIONAL FIRE CODE (IFC) (2) 40 91.125 457 OCCUPANTS TYPICAL ROOF SYSTEM ON STEEL DECK o B . [ ] |DOORPASSAGE/STAIR
2021 NFPA 101 - LIFE SAFETY CODE 203'- 3 X" 108 EGRESS WIDTH
2021 NFPA 1 - FIRE CODE y
2019 NFPA 13 INTERIOR FINISH REQUIREMENTS BASED ON OCCUPANCY (TABLE 803.13) oLy ROOF MEME o A~ CGRESSCAPACITY
2019 NATIONAL FIRE ALARM AND SIGNALING CODE OF CT : } /Z,,Lé g\?&';'gf\'\R"gRANE gg? ANTICIPATED LOAD
2019 SAFETY CODE FOR ELEVATORS AND ESCALATORS (2019 ASME A17.1) 6" ROOF INSULATION 236 TRAVEL PATH ID (SEE
2010 AMERICANS WITH DISABILITIES ACT ACCESSIBILITY GUIDELINES GROUP B OCCUPANCY STEEL DECK (EXISTING Y X SCHEDULE FOR T(OT AL
INTERIOR EXIT STAIRWAYS AND RAMPS AND EXIT PASSAGEWAYS (SPRINKLERED) = 'B' INSIDE AR FI(LM ) 016 ® iy LENGTH)
CHAPTER 3 USE AND OCCUPANCY CLASSIFICATION CORRIDORS AND ENCLOSURE FOR EXIT ACCESS STAIRWAYS AND RAMPS ='C' TOTAL R VALUE 35.04
304.1 BUSINESS GROUP B (OFFICE SPACE) ROOMS AND ENCLOSED SPACES ='C' ‘ TRAVEL DISTANCE
306.1 FACTORY INDUSTRIAL GROUP F (SHOP AREA) GROUP F OCCUPANCY
311.1 STORAGE GROUP S (STORAGE AND PARTS CLERK
( ) INTERIOR EXIT STAIRWAYS AND RAMPS AND EXIT PASSAGEWAYS (SPRINKLERED) = 'C' WALLS ABOVE GRADE REQD =R11.4¢i PROVIDED = 12.24 I,y NEW FIRE EXTINGUISHER
CONSTRUCTION TYPE CORRIDORS AND ENCLOSURE FOR EXIT ACCESS STAIRWAYS AND RAMPS ='C' — —
ROOMS AND ENCLOSED SPACES ='C' fexy EXISTING FIRE EXTINGUISHER
MINIMUM TYPE OF CONSTRUCTION REQUIRED B (602.1-602.5) GROUP C OCCUPANCY 4 = = = -
ACTUAL CONSTRUCTION PROVIDED __ B _ INTERIOR EXIT STAIRWAYS AND RAMPS AND EXIT PASSAGEWAYS (SPRINKLERED) = 'C'
CORRIDORS AND ENCLOSURE FOR EXIT ACCESS STAIRWAYS AND RAMPS ='C'
BUILDING HEIGHT & AREA LIMITATIONS (SECTION 503 - 504) ROOMS AND ENCLOSED SPACES ='C'
EXEMPT FROM BUILDING HEIGHT PER 503.1.1 BASED ON INTERNAL CRANEWAY IN THE SHOP AREA 3 TH | RD F LOO R P LAN
IPC TABLE 403.1 MINIMUM NUMBER OF REQUIRED PLUMBING FIXTURES SCALE: 1" = 30'-0"
BUILDING MAX. ALLOWABLE AREA (SF)  (506)  BUILDING ACTUAL (SF) TOLETS
lIB BUSINESS B 69,000 SF B 20,981 SF CLASSIFICATION | OCCUPANCY URINALS LAVATORIES DRINKING BATH/ SHOWER |  OTHER FIXTURES 44" | 147
1B FACTORY  F1 46,500 SF F1 30,965 SF FEMALE MALE (MALES 1 PER) (EACH SEX) FOUNTAIN ‘ — 44
IB STORAGE  $1 52,500 SF S1 7352SF
25 FORFIRST | 25 FOR FIRST 40 FOR THE FIRST B0
506.2.2 MIXED USE OCCUPANCY BUILDINGS BUSINESS B 50 AND 1 PER | 50 AND 1 PER 50% 80 AND 1 PER 80 1PER 100 1 SERVICE SINK B.8.862 SF 120"
50 FORTHE | 50 FOR THE FOR THE | | ’
A, =A+NSXI] REMAINDER | REMAINDER REMAINDER T
a EXCEEDING 50 | EXCEEDING 50 EXCEEDING 80 ey
A= ALLOWABLE AREA IN SF J | Ak -
FACTORY AND F-1 1PER 100 1PER 100 50% 1PER 100 1 PER 400 1 SERVICE SINK " 7
A,= TABULAR ALLOWABLE AREA FACTOR (NS TABLE 506.2) INDUSTRIAL ’ g
NS = TABULAR ALLOWABLE AREA FACTOR (TABLE 506.2) STORAGE . 1 PER 100 + PER 100 509% 1 PER 100 1 PER 1000 ) 1 SERVICE SINK L
;= AREAFACTOR INCREASE DUE TO FRONTAGE % (SECTION 5063)=025 —ror— | | 1 | e ®e ]
USE GROUP B OCCUPANCY CLASSIFICATION : F-1 PATHID  EGRESS TRAVEL DISTANCE
Ag = [ 69,000 + 23,000 x 0.25] FIRST FLOOR OCCUPANCY : 310P FEMALES: 155 MALES : 155 GROUND FLOOR B-3
Ay = 74,750 SF F1-1 180'-6" 44" | 147 105'6"
TOILETS LAVATORIES DRINKING ) Lo 45
F1-2 1810
USE GROUP F-1 FOUNTAIN | BATH/ SERVICE F1-3 150" 203' - 3"
— FEMALES MALES URINALS MALES | FEMALES MALES 1 1PER400 | SHOWER | SINK 14 00"
A, = [ 46500 + 16500x 0.5 1 PER 100 1PER100 | 1PER 150 1 PER 100 PER 100 S11 Aot
A, = 50375SF 155 155 1.03 155 155 0.775 - 1 $1-2 137-0"
B-1 849"
OCCUPANCY CLASSIFICATION : B
USE GROUP S-1 SECOND FLOOR
FIRST FLOOR OCCUPANCY : 30P FEMALES: 15 MALES: 15 B-2 1240"
Ag = [ 52,500 + 17,500 x 0.25] B-3 105'-6"
Ag = 56,875 SF TOILETS LAVATORIES DRINKING - e
FOUNTAIN | BATH/ SERVICE THIRD FLOOR
ACTUAL BUILDING AREA PER STORY FEMALES MALES URINALS MALES | FEMALES MALES 1 1 PER 100 SHOWER | SINK B-4 103-4" [T D
1PER 25 1PER 25 1PER 50 1PER 40 PER 40 B-5 76-4" [T
ggggﬁg FFLngl_\lf 432% 2'; 0.60 0.60 03 0.375 0.375 0.3 - 1 : : » » o
THIRD FLOOR 9.555 SF . S CO OO
OCCUPANCY CLASSIFICATION : S-1 2 SCE_E T I})[O) F L R P LAN
TOTAL 61,717 SF FIRST FLOOR OCCUPANCY : 25P FEMALES: 12.5 MALES : 12.5 ST
MIXED USES (SECTION 508) TOILETS LAVATORIES DRINKING B-3,013SF
BUILDING CONSIDERED = SEPARATED MIXED USE FOUNTAIN | BATH/ SERVICE a1 | 147
FEMALES MALES URINALS MALES | FEMALES MALES 1 1PER 1000 | SHOWER | SINK 125'- 1" 30 179'- 1"
g?JBI\I/Il‘gI;A %ﬁ?ﬂ%b%%‘i'fﬁ'?ﬁﬁRBEGLoune AREA / ALLOWABLE BUILDING AREA SHALL NOT EXCEED 1 1PER 100 IPERTOD | 1PER2 [ PER 100 PER100
' 0.13 0.13 0.06 0.125 0.125 0.25 - 1 §1-7,352 SF I
USE GROUP B; USE GROUP F-1; USE GROUP S-1 <= 165 OCC. W‘
FIRST FLOOR TOTAL = S ——— o
2091SF ,  3095SF , 7352SF . g4 . & H | / |
74,750 SF 50,375 SF 56,875 SF TOILETS LAVATORIES DRINKING 850cc. =" ﬁ I i |
FOUNTAIN | BATH/ SERVICE ' | ai F1-4 LS : £ |
(TABLE 601) FIRE RESISTANCE RATING REQUIREMENTS FOR BUILDING ELEMENTS (HOURS) FEMALES MALES URINALS MALES | FEMALES MALES SHOWER | SINK | Ll e A o H{ i i S g , S1 |
) tﬁ E “EQE Mf N £ H-1 I il N, ‘
PRIMARY STRUCTURAL FRAME 0HR 228 228 140 205 205 110 - ] | - ”“"; 1A Ef = M , uaf 71&\}\\\ |
BEARING WALLS 0HR PROVIDED 3 3 2 3 4 1 2 1 165 0CC J[mmﬂ , %EWEE - - L o F 16120 oS 2P |
: T e 2 3 - 2H - 2H £ 2H-2H i = I 5
EXTERIOR 0HR Y 10 o )t 1 R Iy |
165 OCC. —¢ T Fo N |
NON BEARING WALLS AND PARTITIONS 0HR QCCUPANCY CLASSIFICATION : B } 15 s12 | } &
SECOND FLOOR OCCUPANCY : 89P FEMALES: 44.5 MALES : 44.5 il g e s gy e gt g gy g g g g i %o
FLOOR CONSTRUCTION AND — = L (. N L e e e e = — == — = [glfﬂf —jtesocc. &
ASSOCIATED SECONDARY MEMBERS 0 HR TOILETS LAVATORIES DRINKING K T | 1 Iy - .
FOUNTAIN |  BATH/ SERVICE Q e — |
ROOF CONSTRUCTION AND SECONDARY MEMBERS 0 HR FEMALES MALES URINALS MALES | FEMALES MALES 1 1PER100 | SHOWER | SINK I | 1 181" mitis. J) _| ‘
1PER 25 1PER25 | 1PER50 1PER 40 PER 40 /] T = =T 1 = F1 0966SF_ .05 - =11 o
ENTIRE BUILDING SPRINKLERED = YES 178 178 0.89 1 11 0,89 ] ] ' " ~100 SF/P-
HISTORIC BUILDING = NO ; ; ; ; ; ; T~ T 1T 7T — T 1T T @
PROVIDED 3 3 3 3 5 1 6 1 - >
L U T F1-300655F
OCCUPANCY CLASSIFICATION : B - |
| T T — A
1017.2 EXIT ACCESS TRAVEL DISTANCE THIRD FLOOR OCCUPANCY : 91P FEMALES: 455 MALES : 455 J =i 165 0CC T =
1650CC. ——f—¢ - <] 7ﬂﬁ/ - [=— 165 0CC.
F-1 FACTORY - ALLOWABLE _ 250-0" PROVIDED < 250' TOILETS LAVATORIES DRINKING N T 1O S A1 a0 I (EX) —
FOUNTAIN | BATH/ SERVICE : / g ' '
S-1STORAGE -  ALLOWABLE 250'-0" PROVIDED < 250" FEMALES MALES URINALS MALES | FEMALES MALES 1 1PER100 | SHOWER | SINK b B.TOTAL =20.981SF
1PER 25 1PER 25 1 PER 50 1PER 40 PER 40 : g F1-TOTAL = 30,985 SF
BBUSINESS-  ALLOWABLE _ 300-0 PROVIDED <300 180 182 0.91 114 114 0.91 ] 1 VN T qopqor I W RN 175' - 10" S1-TOTAL = 7,352 SF
y GRAND TOTAL = 59,298 SF
PROVIDED 3 4 2 4 4 1 3 1 303 - 8"

~ GROUND FLOOR PLAN

SCALE: 1" = 30-0"
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REVISION DESCRIPTION

DATE

REV.

DEMOLITION - KEYNOTES DEMOLITION - KEYNOTES DEMOLITION - KEYNOTES
@ REMOVE ALL EXISTING ADHERED ROOF MEMBRANE AND INSULATION DOWN TO METAL DECKING (MOE) / CONC. PLANK (CAR WASH). DEMOLISH EXISTING SUSPENDED ACOUSTIC PANEL CEILING TILES, HANGERS, SUPPORTS, MOLDINGS, ETC. REMOVE CEILING MOUNTED @ DEMOLISH EXISTING DOOR. FRAME. HARDWARE AND ANY ASSOCIATED COMPONENTS IN CONJUNCTION WITH WALL DEMO DEMOLITION NOTES
@ DEVICES/COMPONENTS (DETECTORS, HORN-STROBE ETC.). REMOVE ALL ABANDONDED WIRING ABOVE SUSPENDED CEILING. REFER TO FIRE ’ ’ '
REMOVE ALL PARAPET COPING, GRAVEL STOPS, FASTENERS, FLASHING, BLOCKING AND NAILERS, TERM. BARS, ETC. ASSOCIATED WITH EXISTING ALARM DRAWINGS. REMOVE CAGED LADDER AND ALL ASSOCIATED FASTENERS, AND COMPONENTS. PATCH/ REPAIR EXISTING FACADE. MATERIALS TO MATCH EXISTING 1. LIMITS OF DEMOLITION SHOWN ON
@ MEMBRANE ROOFING SYSTEM. ADJACENT CONSTRUCTION. '
@ SURFACE PREP, CRACK FILL, PATCH WALLS IN THIS SPACE AND PREPARE FOR APPLICATION OF NEW PAINT DRAWINGS ARE FOR SCHEMATIC
@ MAINTAIN EXISTING PERIMETER LIGHTNING PROTECTION SYSTEM DURING ROOF REPLACEMENT. REMOVE AND REPLACE EXISTING LIGHTING PROTECTION ’ ’ ' @ REMOVE EXISTING STEEL DUNNAGE FRAMING DOWN TO NEAREST STRUCTURAL MEMBERS. REFER TO STRUCTURAL DRAWINGS. PURPOSES ONLY. CONTRACTOR SHALL
SYSTEM UPON COMPLETION OF NEW ROOF INSTALLATION. REFER TO ELECTRICAL DRAWINGS. PERFORM A SITE SURVEY AND IN-DEPTH
@ DEMOLISH EXISTING BENCHES AND LOCKERS IN THEIR ENTIRETY INCLUDING FASTENERS, RAISED CONCRETE BASES, CERAMIC TILE COVE WALL @ REMOVE EXISTING METAL DOOR AND FRAME IN ITS ENTIRETY. PRESERVE STEEL LINTEL AT HEAD, PREP MASONRY OPENING FOR NEW DOOR INSTALL. INSPECTION OF THE EXISTING
REMOVE ALL PIPE BOOT FLASHING, CURB FLASHING, METAL FLASHING, ETC ASSOCIATED WITH THE ROOF MEMBRANE AND ANY THROUGH ROOF BASE. WHERE LOCKERS MEET WALL, TILE WAINSCOTING ENDS, PREP WALL FOR NEW LOCKER INSTALL. REMOVE EXISTING WOOD 2X AT JAMBS. WHERE DAMAGED CMU BLOCK EXISTS. OR MAY OCCUR WITH FRAME REMOVAL. REMOVE AND REPLACE IN STRUCTURE TO VERIFY ALL EXISTING
@ PENETRATING OBJECTS, INCLUDING BUT NOT LIMITED TO MECHANICAL UNITS, PIPES, FLUES, VENTS, DUCTS, STACKS DRAINS OR ASSOCIATED ‘ ’ ’
MEMBRANE PENETRATING OBJECTS ’ ’ ’ ’ ’ REMOVE ALL EXISTING THRU WALL AIR CONDITIONER WALL UNITS. PREP MASONRY OPENINGS FOR INFILL CONSTRUCTION TO MATCH EXISTING KIND WITH SAME SIZE CMU AND MASONRY PATCHING TO PROVIDE FLUSH WALL CONSTRUCTION. PROVIDE TEMP. SHORING AS REQUIRED CONDITIONS AND DETERMINE FINAL
: ADJACENT CONSTRUCTION. VERIFY QTY'S IN FIELD. DEMOLITION SCOPE IN SUPPORT OF
SURFACE PREP ALL INTERIOR METAL PANEL AND MASONRY WALLS FOR APPLICATION OF NEW HIGH PERFORMANCE COATINGS. ENSURE EXISTING WALLS, @ REMOVE EXISTING SECURITY ROLL UP DOOR OVER WINDOW, AND ALL ASSOCIATED FASTENERS, WIRING AND COMPONENTS.
@ STRUCTURE, CONDUIT, PIPING, DUCTWORK AND COMPONENTS THAT ARE TO RECEIVE FINISH PAINT ARE FREE FROM DEBRIS, GAPS FILLED, FLUSH AND @ REMOVE EXISTING ROOFING MATERIAL, COPINGS AND FLASHING OF HILL YARD SHELTER AT TRACK #12 DOWN TO SUBSTRATE. INSPECT INTENDED IMPROVEMENTS.
UNIFORM. SUBSTRATE FOR DAMAGE, NOTIFY ARCHITECT IN THE EVENT OF EXISTING HOLES/ DEFECTS FOR REMEDIATION.
REMOVE EXISTING TILE WAINSCOTING INTERIOR WALL FINISH AND ASSOCIATED BACKERBOARD. PREP FOR NEW WALL FINISH. REMOVE @ REMOVE EXISTING VERTICAL LIFT DOOR AND ALL ASSOCIATED FASTENERS, WIRING AND COMPONENTS. 2 ALL DEMOLITION SHALL BE CONDUCTED
@ DEMOLISH EXISTING CONCRETE SLAB ON GRADE, VAPOR BARRIER, AND UNDER SLAB SOIL. PREPARE AREA TO RECEIVE NEW TRACK EXTENSION AND WALL MOUNTED DEVICES/COMPONENTS (HORN-STROBE, ETC.). REFER TO FIRE ALARM DRAWINGS. IN ACCORDANCE WITH LOCAL STATE
FUTURE SLAB ON GRADE. COORDINATE SLAB EDGE WITH NEW ADJACENT DOOR SILL (SEE STRUCTURAL DRAWINGS). ’
(17) | REMOVE ANY EXISTING DEBRIS, PATCH ANY EXISTING CRACKS WITH MATERIALS TO MATCH EXISTING ADJACENT CONSTRUCTION., MAKE REMOVE EXISTING OH DOOR AND ALL ASSOCIATED FASTENERS, WIRING AND COMPONENTS. AND FEDERAL BUILDING CODES, AND DOT
@ DEMOLISH EXISTING PORTION OF EXTERIOR MASONRY WALL IN PREPARATION FOR INSTALLATION OF NEW HIGH SPEED ROLLING DOOR. CONTRACTOR TO SURFACE UNIFORM AND FIELD PAINT THE SHELTER'S EXTERIOR WALLS. REGULATIONS.
COORDINATE RELOCATION OF ANY EXISTING INTERIOR CONDUIT, EQUIPMENT OR BUILDING COMPONENTS AT THE PORTION OF WALL TO BE REMOVED AND
NEW DOOR EQUIPMENT AND COMPONENTS TO BE INSTALLED. REMOVE EXISTING TEMPORARY PARTITIONS AND DOORS IN THEIR ENTIRETY. @ BEXVC\),HISG'; ES:QS’TE')TTC*EEI%S'FUTME\&VQ%A%%&D AND PREP AREA FOR NEW FINISH. REMOVE ALL WIRING, CONDUIT, ETC. REFER TO MEP 3 CONTRACTOR SHALL FURNISH. INSTALL
DEMOLISH EXISTING PLUMBING FIXTURES IN THE ROOMS ENTIRETY INCLUDING SINKS, TOILETS, SHOWER TERRAZZO BASE AND ASSOCIATED PIPING TO DEMOLISH EXISTING PORTION OF EXTERIOR MASONRY WALL AND CURTAINWALL IN PREPARATION FOR INSTALLATION OF NEW ROOF ACCESS AND MAINTAIN FENCING, PARTITIONS,
NEAREST FLOOCR)/CWALCI)_. gREP SPACES FOR NEW FIXTURES (SEE PLUMBING DRAWINGS). SELECTIVE WALL DEMOLITION REQUIRED - COORDINATE WITH REMOVE EXISTING MASONRY PARTITION DOWN TO SUBFLOOR. PREP FLOOR FOR NEW FINISH. DOOR/STOREFRONT. CONTRACTOR TO COORDINATE RELOCATION OF ANY EXISTING INTERIOR CONDUIT, EQUIPMENT OR BUILDING AND OTHER SAFETY FEATURES AS
NEW FIXTURE LOCATIONS. MPONENTS AT THE PORTION OF WALL TO BE REMOVED.
20 COMPONENTS ORTION © o S REQUIRED TO RESTRICT ACCESS TO
@ DEMOLISH EXISTING TOILET ROOM PARTITIONS. DEMOLISH EXISTING LOWER CABINETS, COUNTER AND BACKSPLASH. PREP FLOOR AND WALL FOR NEW CONSTRUCTION. @ DEMOLISH EXISTING EMBEDDED EXTERIOR BOLLARD. FILL AND RESTORE TO MATCH SURROUNDING CONC APRON. PREP AREA FOR NEW DEMOLITION SITE.
WINDSCREEN AND EMBEDDED BOLLARD. SEE PROPOSED WORK IN THIS AREA.
DEMOLISH EXISTING FLOORING DOWN TO SUBFLOOR. PREP FOR NEW FLOORING APPLICATION. PREPARE EXISTING FLOOR FOR APPLICATION OF NEW @1) | DEMOLISH EXISTING DOOR AND FRAME DOWN TO MASONRY OPENING. PREPARE SURFACE FOR NEW MASONRY INFILL WORK RESTRICTIONS FOR YARD MASTER OFFICE (ROOM 325): CONTRACTOR MAY NOT START DEMOLITION WORK IN ROOM 325 UNTIL 4. ALL DEBRIS RESULTING FROM
FLOOR TREATMENT PER MANUFACTURE'S RECOMMENDED DIRECTION. (32) | RELOCATION OF EQUIPMENT IS COMPLETED TO ROOM 326. DEMOLITION WORK IN ROOM 326 MAY NOT START UNTIL EQUIPMENT IS MOVED DEMOLITION SHALL BE PROPERTY OF
\E/;VAECE}:( 'lgll% 5.88“3 ﬁzskggbcgéggx F?TF gFASE I\l/\lAS\LsglEORNEﬁngNT TO BE COMPLETED BY MNR. CONTRACTOR SHALL GIVE AT LEAST TWO THE CONTRACTOR, DEBRIS SHALL BE
DISPOSED OF IN ACCORDANCE OF ALL
LOCAL, STATE AND FEDERAL LAWS.
W 5. REMOVE, STORE, AND PROTECT ALL
— — ~ . ~ — EXISTING EQUIPMENT, FURNITURE
/ \ / N / N\ N / N\ / \ / N\ / N\ / N / \ / N\ / N / N\ / N / M , ’
1) 2 3 4 5 6 7 71 (8 9 10 11 12 13 131 LIGHTING, DISPLAY BOARDS, SPECIALTY
~ - ~_ AC ~ ~_ - @ MEN ~_ WOMEN ~_ ~ MEN ~ ~_ @ ~ ~_ ~ ~ FlN |SH ES OR FIN ISH ELEMENTS AS
REPAIR 114 115 125 REQUIRED BY OWNER. COORDINATE ALL
A\ SUP. OF. SECURE | /A\ EXISTING ELEMENTS WITH OWNER.
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