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AND INTERMEDIATE OR BOTTOM TENSION WIRE
CHAIN LINK FENCE WITH TOP BRACE RAIL

7 GAUGE TENSION WIRE

PULL POST WITH DOME CAP

PULL OR BRACE POSTS
FOR TERMINAL, CORNER, 
PORTLAND CEMENT CONCRETE

TOP RAIL WITH

ON CENTER (TYP.)
TIE WIRES 18"
BRACE RAIL WITH

WITH TURNBUCKLE AND HOG 
RINGS 18" ON CENTER

BRACE RAIL WITH

ON CENTER (TYP.)
TIE WIRES 18'' 

TIE WIRES 18'' ON CENTER (TYP.)

HOG RINGS 18" ON CENTER (TYP.)

WITH TURNBUCKLE AND HOG RINGS 18" ON CENTER

4'' (TYP.)

10'' (TYP.)

(TYP.)
12'' 

MAY BE DRIVEN
ALL LINE POSTCROWNED

FOOTINGS SHALL BE 
TOPS OF CONCRETE

METAL POST IN ROCK

3" (TYP.)12" MIN.
ROCK DEPTH

6" DIA. MIN.

  VARIES
SOIL DEPTH

MAINTAIN FENCE HEIGHT
BY THE ENGINEER TO
CUT FENCE POST AS DIRECTED

2'' APPROX.

FILL WITH GROUT

METAL POST IN ROCK

GROUND LINE

FENCE FABRIC HEIGHT

DIAMETER

50,000 PSI
SCH. 40 PIPE
ASTM F1083
GROUP 1A

INTERMEDIATE POST
LINE OR 

UP TO 5'-0"

6'-0" TO 7'-0"

12'-0" OR HIGHER

OR PULL POST
TERMINAL, CORNER

UP TO 5'-0"

6'-0" TO 7'-0"

10'-0" OR HIGHER

POSTS UP TO 6'-0"
TOP OR BRACE RAIL

  THAN 6'-0"
POSTS HIGHER 

2⅜'' 2⅜'' 

3½'' 3½'' 

4" 4"

2⅜'' 2⅜'' 

3½'' 3½'' 

4" 4"

1⅝'' 1⅝'' 

8'-0" TO 9'-0"

10'-0"

8'-0" TO 9'-0"

1⅞'' 1⅞'' 

2⅞'' 2⅞'' 

2⅞'' 2⅞'' 

1⅞'' 1⅞'' 

DIAMETER
50,000 PSI

WELDED PIPE
ELEC. RESISTANCE 

ASTM F1043
GROUP 1C
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